
“Jamorin  has  Material  Safety  Data Sheets (MSDS) for each products. The MSDS contain  relevant information needed 
to  safeguard your employees from any known  safety and  health hazard  related  with  our products. Jamorin provides 
you MSDS  for all the products  you evaluate  or buy. It is also necessary  that you get copies of the MSDS of the other raw 
materials recommended in our technical bulletins from the suppliers.  Your employees should have ready access to and 
to be trained well on the proper use of MSDS”

Technical Data Sheet

Surfasol O-150 is a concentrated oil soluble degreaser that has excellent grease cutting and solvency properties. It breaks 
viscous oil (i.e. crude oil, fuel oil, asphalts, oils & greases, others) into fine particles and loosen their stickiness on surfaces to 
allow easy rinsing. It is applicable for use in facilities where wastewater is discharged into open waterways without passing 
through oil-water separators (Oil is dissolved into fine particles and will be dispersed efficiently in water to accelerate its 

natural biodegradation through nature’s oil-eating bacteria). 

TYPICAL PROPERTIES

Properties Typical Method
Appearance Clear blue liquid Visual

Specific Gravity, 25 ºC 0.88  ASTM D1298 

Acid Number, mgKOH/gm 0.50 ASTM D664 or 974

Flashpoint, Pensky-Marten, ºC 115 ASTM D93

Kinematic Viscosity @ 40 ºC, Cst 3.50 ASTM D445

Solubility in Water White Stable Emulsion In-House

Freezing Point, ºC -8 ASTM D97

sufficiently soft to be removed with a spray of water. 
For best results, use Surfasol W-250 for final rinsing. 
Air-dry or wipe with dry cloth or mop to complete the 
cleaning process.

PACKAGING
It can be purchased in bulk and 20 L pail. Special packing 
can be arranged.

STORAGE AND DISPOSAL
Storage 

This product is stable for 2 years from date of purchase 
provided that it is stored at ambient conditions away 
from moisture and direct sunlight. For stored products 
beyond 2 years, consult Jamorin International Limited 
for recommendation of use.

Disposal 
Use sawdust or road dust to absorb spills and dispose 
used absorbent in a landfill. Do not throw used 
absorbent materials into waterways. Wash affected 
surfaces with detergent and water.

APPLICATIONS 
Surfasol O-150 is effective in cleaning storage tanks, 
vessels, metal or concrete floors, decks, concrete runways, 
drilling rigs, greasy engines and machineries, 
heavy equipment, and oil soiled surfaces. 

FEATURES AND BENEFITS
Removes stubborn deposits such as petroleum tars, 

oils, greases as well as hardened soils from various types 
of surfaces and materials.

Can be easily rinsed with water for total clean-up.
Solvency action substantially surpasses petrodiesel, 

kerosene or detergents.
Biodegradable, organic, nonaromatic and harmless to 

human and aquatic environment.

USAGE
Surfasol O-150 can be applied thru pressurized sprayer 
in concentrated form. Maintain sufficient contact time
while spraying or until thickened grease, oils, or dirt is 

Surfasol O-150

DISCLAIMER ”It is in good faith that we offer suggestions on the use of our products and these are based on knowledge we believe are correct and dependable. 
However, these are with no guarantee as process and conditions in the use of our products may vary and are beyoned our control. We strongly recommend that users 
of our products verify the appropriateness of our suggestions before using them on a commercial scale”.
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